Test Tubes, Vials & Caps

BOROSILICATE GLASS CULTURE TUBES

Globe Scientific offers a high quality line of borosilicate glass culture tubes. These tubes offer exceptional
quality at great prices. They are neatly packaged in heavy duty boxes of 250 and are shrink wrapped to
keep them particle free. The boxes are compact and designed to fit into most test tube dispensers.

® Made from superior quality borosilicate glass to reduce pH changes and
contaminants that are potentially leached from soda lime glass tubes

e Tubes feature well-rounded bottoms and smooth, fire-polished rims

e Dimensional specifications are rigidly controlled for reliable,
uniform results

® Produced in an I1SO 9001:2008 certified factory

* Tubes can be used for tissue culture and blood banks

Top Selling EXCLUSIVE PACKAGING!

Product _ Our heavy duty corrugated
boxes prevent breakage
during shipping!

Free Samples Available!

Overflow
ltem # Size Capacity Packaging
1503 10X 75mm 4mL 250/box, 4 boxes/case 1000
1506 12 X 75mm 6mL 250/box, 4 boxes/case 1000 o SNEWD oG T o
1510 13 x 100mm 10mL 250/box, 4 boxes/case 1000 Caps! Page 150.
1512 16 x 100mm 14mL 250/box, 4 boxes/case 1000
{11515 16 x 1256mm 19mL 250/box, 4 boxes/case 1000
1517 16 x 150mm 23mL 250/box, 4 boxes/case 1000

1519 NEW 18 x 150mm 29mL 125/box, 4 boxes/case 500
1522 NEW 20 x 150mm 36mL 250/box, 2 boxes/case 500
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110441, 110443, 110406, 110438

PLASTIC CULTURE TUBES

The plastic culture tubes are produced in polystyrene or polypropylene. The dual position ribbed cap
provides either aerobic or anaerobic storage of samples.

Note: Leave the cap in the loose position for aerobic work and in the sealed position for anaerobic cultures.

Material:
e Tube: Choose from polystyrene (PS) or polypropylene (PP)
e Cap: Low density polyethylene (LDPE)

12 x 75mm
110410 Polystyrene (PS), 1000/bag 1000
110413 Polystyrene (PS), 250/oriented box 1000
110405 Polystyrene (PS), with dual position cap, unassembled 1000
110428 Polystyrene (PS), with attached dual position cap, STERILE, 25/bag 500
DISPENSERS FOR GLASS 110441 Polypropylene (PP), 1000/bag 1000
110443 Polypropylene (PP), 250/oriented box 1000
GULTUREI TU?ES 110406 Polypropylene (PP), with separate dual position cap 1000
These convenient dispensers are made from heavy 110438 Polypropylene (PP), with attached dual position cap, STERILE, 25/bag 500
duty white painted metal. Each holds 1 box of 250 _
tubes. The front acrylic cover pulls up to dispense 118120* Dual position cap for 12mm culture tubes, polyethylene (LDPE), 1000/case 1000
the tubes.
17 x 100mm
¢ Conserve valuable benchtop real estate
® Keep tubes clean until point of use
o Safely remove only what you need 110182 Polystyrene (PS), 500/bag, 2 bags/case 1000
110180 Polystyrene (PS), graduated, 500/bag, 2 bags/case 1000
1590 For 10 X 75mm and Each 110158 Polystyrene (PS), with dual position cap, STERILE, 25/bag 500
12 x 75mm tubes 110186 Polypropylene (PP), 500/bag, 2 bags/case 1000
1592 For 13 x 100mm tubes Each 110184 Polypropylene (PP), graduated, 500/bag, 2 bags/case 1000
110178 Polypropylene (PP), with dual position cap, STERILE, 25/bag 500

118118* Dual position cap for 17mm culture tubes, polyethylene (LDPE), 1000/case 1000

*Dual position caps are meant as working closures only. For leak resistant storage use 118127 (12 x 76mm tubes) or
11610 (17 x 100mm tubes). See page 149.
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PLASTIC TEST TUBES

Globe Scientific offers an extensive line of plastic multi-use tubes. They are molded from either premium grade
polystyrene for clarity, or polypropylene for impact strength and stability to common acids, alkalis and solvents.
Polystyrene tubes can withstand 1500 RPM. Polypropylene tubes can withstand 3000 RPM, and are autoclavable
and freezable. Globe’s broad range of sizes are sure to fit most laboratory applications.

11 x 70mm (3mL Capacity) - RIA VIAL 12 x 75mm (5mL Capacity)
Item # Description Unit Item # Description Unit
118011 Polystyrene (PS), non-graduated 1000 Polystyrene (PS)
112430 11mm plug cap, polyethylene (PE), natural 1000 Ll Polystyrene (PS), 250/bag, 8 bags/case ZULL
110410 Polystyrene (PS), 1000/bag 1000
12 x 55mm (3mL Capacity) 110410LB  Polystyrene (PS), blue, 1000/bag 1000
o - 110416 Polystyrene (PS), 1000/box 1000
Item # Description Unit .
117011 Polystyrene (PS), non-graduated 1000 110413 Polystyrene (PS), 250/oriented box 1000
Polypropylene (PP)
118127 12mm flanged plug cap, polyethylene (PE), 1000 110440 Polypropylene (PP), natural, 250/bag, 8 bags/case 2000

(assorted colors available)

110441 Polypropylene (PP), natural, 1000/bag 1000

(PP),
110441AM  Polypropylene (PP), amber, 1000/bag 2000
110446 Polypropylene (PP), natural, 1000/box 1000
110443 Polypropylene (PP), natural, 250/oriented box 1000
With Dual Position Cap
110405 Polystyrene (PS), with dual position cap, 1000
unassembled

110428 Polystyrene (PS), with attached dual position cap, 500
STERILE, 25/bag

110406 Polypropylene (PP), with dual position cap, 1000
unassembled

110438 Polypropylene (PP), with attached dual position cap, ~ 500
STERILE, 25/bag

’ Conical Bottom
Recommended cap Recommended cap 110414 Polystyrene (PS), conical bottom, 250/pack 2000
for 11mm tubes: { for 12mm tubes: 110444 Polypropylene (PP), conical bottom, 250/pack 2000
iy Fanged Plig G Caps
ug Lap : AT 118127 12mm flanged plug cap, polyethylene (PE), 1000
- (assorted colors available)
117011 118115 Universal snap cap, polyethylene (PE), 1000
‘ (assorted colors available)
e l ~
¢ .
=) _ 12 x 86mm (5mL Capacity)
118011 Tubes shown actual size o :
Item # Description Unit
113010 Polystyrene (PS), non-graduated, with rim 1000
Test Tube Spin Rates: 118127 12mm flanged plug cap, polyethylene (PE), 1000
* Polystyrene (PS): 1500 rpm (assorted colors available)
e Polypropylene (PP): 3000 rom i
propyiens (FF) P 13 x 75mm (5mL Capacity)
Item # Description Unit
See page 152 for 110470 Polystyrene (PS), non-graduated 1000
our full selection of 110471 Polypropylene (PP), non-graduated 1000
screw cap tubes! 118240 13mm flanged plug cap, polyethylene (PE), 1000
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110409, 110410,
110416, 110413

110405, 110428

110410LB

110406, 110438

110440, 110441,
110446, 110443

110441AM

113010

110414

Recommended cap
for 12mm tubes:
118127 —
Flanged Plug Cap

118127 — 118115 —
Flanged Plug Cap Universal Snap Cap

110444
Recommended cap
for 13mm tubes:
118240 —
Flanged Plug Cap
110470 110471
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Recommended cap Recommended cap
for 13mm tubes: for 16mm tubes:
118240 — 116152 —
Flanged Plug Cap Flanged Plug Cap
110415 110445 119010 1190104 119040 119040A
Test Tube Spin Rates:
e Polystyrene (PS): 1500 rom
e Polypropylene (PP): 3000 rom
13 x 100mm (8mL Capacity) 16 x 125mm (19mL Capacity)
Item # Description Unit Item # Description Unit
110415 Polystyrene (PS), non-graduated 1000 110115 Polystyrene (PS), non-graduated 1000
110445 Polypropylene (PP), non-graduated 1000 110125 Polypropylene (PP), non-graduated 1000
118240 13mm flanged plug cap, polyethylene (PE), 1000 116152 16mm flanged plug cap, polyethylene (PE), 1000
(assorted colors available) (assorted colors available)
16 x 75mm (8mL Capacity) 16 x 150mm (25mL Capacity)
Item # Description Unit Item # Description Unit
119010 Polystyrene (PS), graduated, with rim 2500 110110 Polystyrene (PS), non-graduated 1000
119010A Polystyrene (PS), non—graduated,lno rlm 1000 116152 T6mm flanged plug cap, polyethylene (PE), 1000
119040 Polypropylene (PP), graduated, with rim . 2500 (assorted colors available)
119040A Polypropylene (PP), non-graduated, no rim 1000
116152 16mm flanged plug cap, polyethylene (PE), 1000 17 x 100mm (16mL Capacity)
(assorted colors available) Item # Description Unit
; 110180 Polystyrene (PS), graduated 1000
16 x 100mm (12mL Capacity) 110182 Polystyrene (PS), non-graduated 1000
Item # Description Unit 110158 Polystyrene (PS), non-graduated, 500
111010 Polystyrene (PS), graduated, with rim 2000 w/dual position cap, STERILE, 25/bag
111040 Polypropylene (PP), graduated, with rim 2000 110184 Polypropylene (PP), graduated 1000
111012 Polystyrene (PS), non-graduated, no rim 2000 110186 Polypropylene (PP), non-graduated 1000
111041 Polypropylene (PP), non-graduated, no rim 2000 110178 Polypropylene (PP), non-graduated, 500
111042 Polypropylene (PP), non-graduated, no rim 2000 w/dual position cap, STERILE, 25/bag
500/bag, 4 bags/case 118118 17mm dual position cap, polyethylene (LDPE), natural 1000
116152 16mm flanged plug cap, polyethylene (PE), 1000 116160 17mm plug cap, polyethylene (PE), white 1000

(assorted colors available)
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111010

110180

111040

110182

111012

110158

111041, 111042

110184

Test Tubes, Vials & Caps

110115 110125 110110

Recommended caps
for 17mm tubes:

118118 — Dual position cap

110186 110178

116160 — Plug cap
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CAPS FOR TEST TUBES

Globe Scientific offers the largest selection of test tube caps for glass and
plastic tubes. The caps are available in plug type, flange type, dual position for
tissue culture and snap cap versions. Custom colors can be produced for most
style caps. Please inquire about our custom manufacturing capabilities.

SNAP CAPS FOR EVACUATED BLOOD DRAWING
TUBES, GLASS AND PLASTIC TUBES

These colorful snap-on closures are an effective way to recap blood drawing
tubes, glass test tubes and plastic culture tubes. They are precision molded
from low-density polyethylene (LDPE) and maintain a tight seal during
centrifugation, agitation and refrigeration procedures. They are available in

bright attractive colors for sample identification purposes. 113139 (10mm) and 113142 (12mm) — Single tab series. Single thumb tab allows the

tubes to be nested closely in test tube racks and still provides easy removal of the cap.

Single Tab Snap CGaps, Polyethylene (PE)

Item # Description  Unit | Item # Description  Unit Our best snap-on

10mm 12mm caps!
-- -- -- 113142A  Gray 1000

113139B  Blue 1000 113142B  Blue 1000

113139C  Natural 1000  113142C  Natural 1000

113139G  Green 1000  113142G  Green 1000

113139L  Lavender 1000  113142L  Lavender 1000

113139R  Red 1000 113142R  Red 1000

113139Y  Yellow 1000  113142Y  Yellow 1000
13mm 16mm

113146A  Gray 1000 113148A  Gray 1000

113146B  Blue 1000 1131488  Blue 1000

113146C  Natural 1000 113148C  Natural 1000 113146 (13mm) and 113148 (16mm) — Single tab series.

113146G  Green 1000  113148G  Green 1000

113146L  Lavender 1000  113148L  Lavender 1000

113146R  Red 1000 113148R  Red 1000

113146W  White 1000  113148W  White 1000

113146Y  Yellow 1000 113148y Yellow 1000

Double Tab Snap Caps, Polyethylene (PE)

Item # Description  Unit | Item # Description  Unit
13mm 16mm

113140A  Gray 1000 113141A  Gray 1000

113140B  Blue 1000 113141B Blue 1000

113140C  Natural 1000  113141C  Natural 1000

113140G  Green 1000  113141G  Green 1000

113140L  Lavender 1000  113141L Lavender 1000

113140R  Red 1000  113141R  Red 1000 113140 (13mm) and 113141 (16mm) — Double tab series.

113140Y  Yellow 1000 113141y Yellow 1000

SNAP CAPS FOR FLARED TOP URINE TUBES

Globe Scientific's snap cap is designed specifically for use on flared-top urine
centrifuge tubes. The cap snaps snugly onto Globe Scientific urine centrifuge
tubes (#112017, #112015 & #112030) and provides a great leak-resistant seal.

Item # Description Unit
113136 Blue snap cap, PE, 1500
113137 Yellow snap cap with Sanitary Grip, PE 1500

113136 113137
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6150

6156

6157

6155

6160

Telephone: (800) 394-4562

12 X 75 (SML CAPACITY) SCREW CAP TEST TUBES

Globe Scientific offers these popular 12 x 75mm test tubes. The tubes are molded from premium grade
polypropylene (PP) for impact strength and stability to common acids, alkalies, and solvents. They can
withstand 3000 RPM during centrifugation and are autoclavable and freezable. The screw caps come
attached to the tubes and are designed to be leak-tight allowing the tubes to be used for storage

or transport.

e Great when dealing with aliquot sampling
o | eak-tight screw caps

e Autoclavable
Item # Description Unit
6148R Polypropylene (PP), with attached red screw cap, 250/Bag, 4 Bags/Case 1000
6148W Polypropylene (PP), with attached white screw cap, 250/Bag, 4 Bags/Case 1000

6152 6180

SCREW CAP TEST TUBES

These multipurpose screw cap test tubes are offered in convenient sizes to suit a variety of applications.

e Screw caps are polyethylene
 Polypropylene tubes are autoclavable

16 x 100mm (10mL Capacity)

ltem # Description Unit
6150 Polystyrene (PS), with attached blue screw cap 1000
6152 Polystyrene (PS), with attached red screw cap, STERILE, individually wrapped 750
6180 Polypropylene (PP), with attached natural screw cap, 1000

100/resealable bag, 10 bags/case
16 x 120mm (15mL Capacity)

ltem # Description Unit
6155 Polystyrene (PS), with separate blue screw cap 1000
6156 Polystyrene (PS), with attached red screw cap, STERILE, 150/pack, 5 packs/case 750
6157 Polystyrene (PS), with attached red screw cap, STERILE, individually wrapped 500

16 x 150mm (25mL Capacity)

ltem # Description Unit
6160 Polystyrene (PS), with attached red screw cap 500
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FALSE BOTTOM TUBES

Globe Scientific’s false bottom tubes are ideal for use as a secondary tube for
barcoding on automated analyzers. Popular brands of analyzers include:
Hitachi®, Olympus®, Corning®, Ortho®, Kodak®, Beckman®, IA®, Tosoh®, Vitros®
and more.

e Capacity: 5mL

e Tube dimensions: 16 x 100mm

e Material: Polypropylene (PP)

Item # Description Unit

5527 5mL false bottom tube, bulk, 1000/case 1000

55278 5mL false bottom tube, bulk, 1500/case 1500

5527AM 5mL false bottom tube, amber, bulk, 1500/case 1500

5528 White screw cap, 1000/bag 1000

55288 White screw cap, 1500/bag 1500
VIAL / FLAT-BOTTOM TUBES

e Tubes are self-standing
e Plug caps are sold separately
e Polypropylene tubes are autoclavable

ltem # Description Unit

114010 12 x 57mm (3mL capacity), graduated, 1000
with rim, polystyrene (PS)

115060 16 x 92.5mm (12mL capacity), non-graduated, 1000
no rim, polypropylene (PP)

118127C 12mm flanged plug cap, polyethylene (PE), 1000
natural (colors available)

116152C 16mm flanged plug cap, polyethylene (PE), 1000

natural (colors available)

SCINTILLATION VIALS

Globe Scientific offers high quality scintillation vials in three sizes to satisfy

a range of applications. They are designed to provide consistently low
background counts and are suitable for low activity counting. The smaller sizes
are very economical to use since they require smaller quantities of solvent.

Item # Description Unit
101010 20mL (27 x 58mm) with screw cap, 1000
polyethylene (PE) tube, polypropylene (PP) cap
101020 6.5mL (16 x 56mm) with screw cap, 1000
polyethylene (PE) tube, polypropylene (PP) cap
101030 4mL (14 x 52mm) with screw cap, 2000

polyethylene (PE) tube, polypropylene (PP) cap

www.globescientific.com
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SAMPLE TUBES FOR STORAGE AND TRANSPORT

Globe Scientific’s sample tubes have been designed for the storage

and transport of biological material. They are produced from non-toxic
polypropylene (PP) and offer a high degree of strength and clarity. The tubes
feature external threads which provide a smooth, uniform inner surface.

e Polypropylene (PP)

e Autoclavable (121°C) in an upright position with caps loosened

e Withstand temperatures from -196°C to +121°C
e Round bottom tubes can be centrifuged up to 17,000g

Item # 6030 6031 6032 6033 6034 6035 6038 6039
Volume 1.2mL 2 mL 2 mL 3mL 4 mL 4 mL 5mL 5mL
Height* 40.7 mm 45.8 mm 47.2 mm 69.4 mm 72.5mm 73.6 mm 88.0 mm 89.0 mm
Vial 0.D. 12.3mm 12.3 mm 12.3mm 12.3mm 12.3mm 12.3mm 12.3mm 12.3mm
Style Self standing -- Self standing Self standing - Self standing - Self standing
Bottom Conical Round Round Round Round Round Round Round
Packaging: 1000/bag “Height with caps attached.

SCREW CAPS

These screw caps are designed for use with the Globe Scientific sample tubes. They are made of polypropylene (PP), providing the same coefficient of expansion as
the tubes. This along with a polypropylene inner lip ensures a leakproof seal, even at changing temperatures. The cap features a long skirt and a super-fast thread
design that allows it to be removed or sealed with a single turn. The caps are available with or without a silicone o-ring.

Screw Caps
Packaging: 1000/bag

Item #
6136

6136A
6136B
6136G
6136L
6136N
6136R
6136W
6136Y

Color

Natural

Gay @
Bue @
Green @
Lilac
Orange @
Red @
White ()

Yellow
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Screw Gaps with 0-Ring

Packaging: 1000/bag

Item #
6137

6137A
6137B
6137G
6137L
6137N
6137R
6137W
6137Y

Color

Natural

Gay @
Bue @
Green @
Lilac
Orange @
Red @
White ()

Yellow
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LEAKPROOF TUBES

Globe Scientific sample tubes fitted with o-ring screw caps
(6137 series) are tested at 13.8 PSI (95kPa).

Volume 1.2mL 2 mL 2mL 3mL 4 mL 4 mL 5mL 5mL
Height* 40.7 mm 45.8 mm 47.2 mm 69.4 mm 72.5mm 73.6 mm 88.0 mm 89.0 mm
Vial 0.D. 12.3mm 12.3mm 12.3mm 12.3mm 12.3mm 12.3mm 12.3 mm 12.3mm
Style Self standing - Self standing Self standing - Self standing Self standing
Bottom Conical Round Round Round Round Round Round Round
Packaging: 1000/bag “Height with caps attached.
WORKSTATION RACKS

These workstation racks are designed to securely lock Globe Scientific self-
standing vials into place. This allows for the convenient opening and closing of
the vials using one hand.

e 40-place format (10 x 4)

© Dimensions: 21.5x10.0 x 2.5 cm

e Made from polycarbonate (PC) with anti-slip rubber feet
o \Withstand temperatures from -196°C to +121°C

o Autoclavable at 121°C, 15 psig (1 bar) for 20 minutes

Item # Description Unit
30498 Workstation, blue @ Each
30496G Workstation, green @ Each
3049R Workstation, red @ Each
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TRANSPORT TUBES

These popular tubes are designed for the safe storage and transport

of biological materials. The transparent polypropylene (PP) vials allow
unobstructed viewing of the sample. The vials are shatter-proof and may be
exposed to freezing temperatures. They feature leak-resistant screw caps that
can be removed or sealed in a single turn.

o Material: Tubes are polypropylene (PP) ® Screw caps are polyethylene (PE)
 Tube is self-standing with conical bottom e Molded graduations

5mL Polypropylene

e Dimensions: 16 x 56mm

Item # Description Unit

6101 5mL transport tube with white screw cap, unassembled 1000

6101B  5mL transport tube with blue screw cap, unassembled 1000
6101C  5mL transport tube with attached white screw cap 1000
6101G  5mL transport tube with green screw cap, unassembled 1000
6101R  5mL transport tube with red screw cap, unassembled 1000

6101 series 5mL transport tubes and 6102 series 10mL transport tubes
6101Y  5mL transport tube with yellow screw cap, unassembled 1000

6101S  5mL transport tube with attached white screw cap, STERILE 500
6121  5mL transport tube, (no caps) 1000

10mL Polypropylene
e Dimensions: 16 x 92mm

Item # Description Unit

6102  10mL transport tube with white screw cap, unassembled 1000
6102B  10mL transport tube with blue screw cap, unassembled 1000
6102C  10mL transport tube with attached white screw cap 1000
6102G  10mL transport tube with green screw cap, unassembled 1000
6102R  10mL transport tube with red screw cap, unassembled 1000
6102Y 10mL transport tube with yellow screw cap, unassembled 1000

6102S  10mL transport tube with attached white screw cap, STERILE 500
6122A 10mL transport tube (no caps) 1000

6102AM  Amber colored 10mL transport tube with 1000
screw cap (packaged separately)

6102AM — amber 10mL tube with screw cap
Screw Caps for 5mL and 10mL Transport Tubes

e Polyethylene (PE)

Item # Description Unit
6123 Screw cap, white, 1000/pack 1000
6123B Screw cap, blue, 1000/pack 1000
6123G Screw cap, green, 1000/pack 1000
6123R Screw cap, red, 1000/pack 1000
6123Y Screw cap, yellow, 1000/pack 1000

Cardboard Rack for 5mL and 10mL Transport Tubes

* 10-place
Item # Description Unit 6123 — color screw caps available with tubes or alone in bags of 1000
181019 Cardboard rack, 10-place 50
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